
MRBR REF CHANGES DESCRIPTION INTERVAL STATUS

1 491000M-01 TASK INTERVAL CLARIFIED
DETAILED INSPECTION OF THE VISIBLE PARTS OF THE APU 

ATTACHMENTS SPHERICAL BEARINGS
2 YEARS INCORPORATED IN AMP

2 622000M-16

TASK TYPE CHANGED AND ACCESS CLARIFIED.

OPTIMIZED TASK SELECTION CONSIDERING ACCESS 

CONVENIENCE

FUNCTIONAL CHECK (TORQUE CHECK) OF THE MAIN 

ROTOR HUB TENSION BOLTS AGAINST THE REACTION 

WASHER / HUB RING NUT

1600 FH INCORPORATED IN AMP

3 622000M-20
TASK TITLE AND INTERVAL REVISED ACCORDING TO 

UPDATED MSG-3 ANALYSIS

DETAILED INSPECTION OF THE MAIN ROTOR ELASTOMERIC 

SPHERICAL BEARING (COMPOSITE INTERFACES)
2 YEARS INCORPORATED IN AMP

4 623000M-12 APPLICABILITY NOTE ADDED
DETAILED INSPECTION OF MAIN ROTOR SWASHPLATE 

BOOT
50 FH INCORPORATED IN AMP

5 632000M-15
TASK INTERVAL CHANGED AND ACCESS REQUIREMENT 

ADDED ACCORDING TO UPDATED MSG-3 ANALYSIS
DETAILED INSPECTION OF MAIN ROTOR DRIVESHAFT 1 YEAR INCORPORATED IN AMP

6 956200M-06

TASK TITLE AMENDED REFERRING TO LIFE JACKETS. MSI 

TITLE REVISED TO SPECIFY INCLUSION OF LIVE JACKETS 

KITS WITHIN MSI 95-62-00

LIFE VEST OVH
10 YEARS FROM MANUFACTURE DATE OR 

LAST OVHL
INCORPORATED IN AMP

7 956200M-07

TASK TITLE AMENDED REFERRING TO LIFE JACKETS. MSI 

TITLE REVISED TO SPECIFYINCLUSION OF LIVE JACKETS KITS 

WITHIN MSI 95-62-00

DETAILED INSPECTION OF LIFE VEST PACKAGE 1 YEAR INCORPORATED IN AMP

8  535008S-01
 TASK TITLE REVISED INCLUDING INTERNAL PART OF TGB 

AS PART OF THE INSPECTION

DETAILED INSPECTION OF VISIBLE PARTS OF THE 

TAILBOOM EXTERNAL SURFACES, INCLUDING TGB FITTING 

AND ANCHOR STUDS

4 YEARS INCORPORATED IN AMP


